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Features / Performance

ConnectCore® 8X
NXP i.MX8X Dual/Quad

2-4 x Cortex-A35 @ 1.2 GHz
Up to 16 GB Flash (eMMC)
Up to 2 GB RAM (LPDDR4)

HD GPU/VPU
Multi-Display/Camera

5.0

In Production

2x2 MIMO

NDA

ConnectCore® 8M Mini
NXP i.MX8M Mini Quad

4 x Cortex-A53 @ 1.6 GHz
Up to 8 GB Flash (eMMC)

Up to 2 GB RAM (LPDDR4)
HD GPU/VPU

Display/Camera

5.0

In Production

ConnectCore® MP133
STM32MP133C

1 x Cortex-A7 @ 650MHz
128 MB – 1 GB Flash (NAND)
128 MB – 1GB RAM (DDR3L)

2xGbE, Camera, no LCD

5.2

In Production

ConnectCore® MP157
STM32MP157C Dual

2 x Cortex-A7 @ 650MHz + M4
256 MB - 1 GB Flash (NAND)
256 MB - 1 GB RAM (DDR3L)

1xGbE, GPU, Display/Camera

5.2

In Production

ConnectCore® 6UL
NXP i.MX6UL

Cortex-A7 @ 528 MHz
256 MB – 1 GB Flash (NAND)
256 MB – 1 GB RAM (DDR3)

Display/Camera

5.0

In Production

ConnectCore® 6N/6+
NXP i.MX6 Dual/Quad

2-4 x Cortex-A9 @ up to 1GHz
Up to 8 GB Flash (NAND)
Up to 2 GB RAM (DDR3)

HD GPU/VPU, 
Multi-Display/Camera

5.0

NRND ConnectCore® 8M Nano
NXP i.MX8M Nano Solo/Quad

1-4 x Cortex-A53 @ 1.4 GHz
Up to 8 GB Flash (eMMC)

Up to 1 GB RAM (LPDDR4)
HD GPU

Display/Camera

5.0

In Production

ConnectCore® 93
NXP i.MX93 Solo/Dual

1-2 x Cortex-A55 @ 1.5GHz + M33
Up to 32 GB Flash (eMMC)
Up to 2 GB RAM (LPDDR4)

No GPU/VPU, NPU
Multi-Display/Camera

5.2
802.15.4

In Development
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