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Magnetics for Charging Station Features
• Design for 50kW full-bridge DC-to-DC converter for EV charging system
• New design structure, reducing the overall volume and dissipate heat
• Planar winding method, lower the effect of parasitic capacitance
• Fe-Si material which enormously lower the effect of saturated current
• Compliance for IATF16949 with PPAP process
• Meet AEC-Q200 certified

OBC Transformer Features
• LLC resonant full-bridge transformer Frequency range 70-200kHz 
• UL94 and RoHS materials (F/155°C) 
• Operating temperature range: –40 to +130°C
• Reinforced insulation
• Compliance for IATF16949 with PPAP process
• Meet AEC-Q200 certified

PLC Transformer Features 
• Coupling Transformers for narrowband power Wideband Frequency response 2~30MHz
• Automotive Temperature ranges (-40~+130 ° C)
• Turns ratio supports various of PLC chipsets
• Designed to meet IEC-62368 for 250v mains supply
• Compliance for IATF16949 with PPAP process
• Meet AEC-Q200 certified

LTC0388-50 8-5 0.032 Min. 1:1:1 PLC 
Transforme DCFCSMD8L*W*H (mm)

=9.0*7.8*7.6Ferrite

LTC0389-50 8-5 0.032 Min. 1:1 PLC 
Transforme DCFCSMD8L*W*H (mm)

=9.0*7.8*7.6Ferrite

LTC0508-50 8-5 0.032 Min. 1:1 PLC 
Transforme DCFCSMD8L*W*H (mm)

=10*6.8*6.6Ferrite

ARD07P-000-00 5-8 0.032 Min. 1:1:1 PLC 
Transforme DCFCSMD8L*W*H (mm)

=6.5*3.5*2BFerrite

Part No. Core Material Dimension PIN PIN type OCL pin OCL(mH) Tolerance Ratio Memo ApplicationProduct Drawing

APQ35O-112-00 1-2 0.025 Typ. 6:3 DC/DC
Transforme OBCLead4L*W*H (mm)

=36.5*27*38.2Ferrite

APQ50O-352-00 1-2 1.15 Min. 1:1:1 DC/DC
Transforme OBCDIP5L*W*H (mm)

=62*53*35Ferrite

A4033O-102L-00 1-2 0.001 Typ. - Power
Transforme OBCDIP2L*W*H (mm)

=42*19*39Ferrite

AC2619-143J-00 1-2 0.014 Typ. - Power
Transforme OBCDIP2L*W*H (mm)

=43*27*30Ferrite

Part No. Core Material Dimension PIN PIN type OCL pin OCL(mH) Tolerance Ratio Memo ApplicationProduct Drawing

BMS Transformer Features
• LLC resonant full-bridge transformer Frequency range 70-200kHz 
• UL94 and RoHS materials (F/155°C) 
• Operating temperature range: –40 to +130°C
• Reinforced insulation
• Compliance for IATF16949 with PPAP process
• Meet AEC-Q200 certified

APQ26B-360-00 3-1 0.67 ±10% 8:1 Isolated Tr. BMSSMD12L*W*H (mm)
=28*31*23.5Ferrite

AEP10B-070-00 2-4 0.009 ±10% 1:0.5 Isolated Tr. BMSSMD8L*W*H (mm)
=28*31*23.5Ferrite

Part No. Core Material Dimension PIN PIN type OCL pin OCL(mH) Tolerance Ratio Memo ApplicationProduct Drawing

AEP07B-000-00 2-1 0.2 Min. 1:1 Isolated Tr. BMSSMD4L*W*H (mm)
=9.2*9.4*4*7Ferrite

Part No. Core Material Dimension PIN PIN type OCL pin OCL(mH) Tolerance Ratio Memo ApplicationProduct Drawing

DCFC

DCFC

1-2 1.7 Min. 1:1:1 Common 
Mode Choke DCFCLead6L*W*H (mm)

=82*82*39
Nano

crystalline
ALF6525AL-1723PG

1:1 Common 
Mode Choke1-2 0.182 Min.Lead4L*W*H (mm)

=82*82*39
Nano

crystalline
ALF6525AL-1812PG

1,2-3,4 1.3 Min. 8:10 DC/DC
TransformerLead4L*W*H (mm)

=235*73*94FerriteATEE70L503AG

DCFC/1-2 0.111 ±15% Power 
InductorLead2L*W*H (mm)

=53*50*53High FluxAEQ5050AL-114LG

DCFC/1-2 0.0084 ±15% Power 
InductorLead2L*W*H (mm)

=45*45*43High FluxAEQ4140AL-842LG
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