
PRODUCT SELECTOR 

  

Product Image 
Product 

Family 

LES 

(mm) 

Substrate 

Size (mm) 

Power 

Range 

(W) 

Flux Range 

@ 3000K 

90CRI 

 

CXM-3 

(Pico-

COB) 
3.5 13.5 * 13.5 2.75 - 7.7 290 - 600 

 

CXM-4 

(Pico-

COB) 
4.5 13.5 * 13.5 4.0 - 15.7 440 - 1150 

 

CXM-6 6.3 13.5 * 13.5 5 - 17.1 700 - 1800 

 

CIM-9 9.8 13.5 * 13.5 6.1 - 19.8 800 - 2000 
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Product Image 
Product 

Family 

LES 

(mm) 

Substrate 

Size (mm) 

Power 

Range 

(W) 

Flux Range 

@ 3000K 

90CRI 

 

CLM-9 9.8 13.5 * 13.5 8.3 - 34.4 1100 - 3300 

 

CXM-9 9.8 

13.5 * 13.5 

(AC) 

15 * 15 (AA) 

12.1 - 

41.9 
1600 - 4300 

 

CXM-11 11.6 19 * 19 
15.1 ~ 

49.3 
2000 - 5100 

 

CIM-14 14.5 19 * 19 
15.3 - 

50.1 
2100 - 5300 

 

CLM-14 14.5 19 * 19 
16.6 - 

68.7 
2300 - 6900 



Product Image 
Product 

Family 

LES 

(mm) 

Substrate 

Size (mm) 

Power 

Range 

(W) 

Flux Range 

@ 3000K 

90CRI 

 

CXM-14 14.5 

18.5 * 18.5 

(AA) 

19 * 19 (AC) 

24.1 - 

75.6 
3300 - 8100 

 

CGM-14 14.5 19 * 19 
30.4 - 

86.3 
4000 - 9200 

 

CXM-18 17.5 21.5 * 21.5 
26.8 - 

93.8 
3700 - 10000 

 

CIM-22 22 28 * 28 
33.2 - 

112.5 
4600 - 12100 



Product Image 
Product 

Family 

LES 

(mm) 

Substrate 

Size (mm) 

Power 

Range 

(W) 

Flux Range 

@ 3000K 

90CRI 

 

CLM-22 22 28 * 28 
32.5 - 

131.5 
5000 - 14200 

 

CXM-22 22 28 * 28 
52.3 - 

198.7 
7300 - 20700 

 

CGM-22 22 28 * 28 
81.1 - 

225.7 

10800 - 

24700 



Product Image 
Product 

Family 

LES 

(mm) 

Substrate 

Size (mm) 

Power 

Range 

(W) 

Flux Range 

@ 3000K 

90CRI 

 

CXM-32 32 38 * 38 
122.9 - 

284.8 

16400 - 

30900 
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